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NOTES: —

1. ALL MATERIALS SHALL BE FURNISHED BY THE CONTRACTOR.

2. IF SIGN IS USED IN PHASED CONSTRUCTION, POSTS SHALL BE MOUNTED ON SKIDS.

3. LETTERING SHALL BE CENTERED OF FONT TREBUCHET.

4. CITY OF CEDAR PARK LOGO GRAPHICS WILL BE PROVIDED TO CONTRACTOR IN
ELECTRONIC FORMAT, IF LOGO WILL NOT FIT ON MAIN SIGN. CEDAR PARK LOGO
CAN BE MOUNTED ON A SMALLER SIGN BELOW MAIN SIGN.

5. CONTRACTOR SHALL PROVIDE A DIGITAL PROOF OF SIGN TO BE REVIEWED AND APPROVED
BY THE CITY OF CEDAR PARK ENGINEERING DEPARTMENT PRIOR TO MANUFACTURE.

PAINT REQUIREMENTS:

1. BACKGROUND AND POST (BLUE TONED WHITE 93—21667 CROSS ALLEN OR EQUAL).
2. DARK GREEN: PMS 364C, PMS 363U, OR PMS 289—1 (70C, OM, 100Y, 40K)

3. LIGHT GREEN: PMS 383C, PMS 390U, OR PMS 304—3 (25C, OM, 95Y, 20K)

4. REDDISH BROWN: PMS 7517C, PMS 7526U, OR PMS 52—1 (0OC, 70M, 100Y, 40K)

CITY OF CEDAR PARK CAPITAL IMPROVEMENT PROJECT SIGN

ISSUED: NOVEMBER 28, 2012 OB AP g IBILITY

SCALE: NOT TO SCALE STANDARD.




